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TS1 NSA
DEMAGNETIZALO

NEM NYILVANOS 1/ NOT PUBLIC !
Kapjak : Cimzett / : Irattar
Készitette: OZs

A Garner TS-1 DATA Eliminator az NSA altal, High Security adattorl6ként értékelt
és mindsitett demagnetizald eszkdz, amely elképeszté 20 000 gauss os
térerejével biztositja a merevlemez vagy magnesszalagos adathordozdk végleges
demagnetizalasat ezaltal torlését.

Eme nagy hatasfokd mivelethez elegendd csupan 45 masodperc, és az akar TOP
SECRET mindsitett adathordozok is véglegesen torolhetéek. A Garner a hatasfok
ellenérzése érdekében beépitett dndiagnosztikaval és magneses térer6mérdvel
latta el a készlléket, igy minden fazisban nyomon kovethet6 egy adott média

A TS-1 kompakt kiviteld,

TS1 Tulajdonsagai:

allapota, és nem igényel tovabbi méréeszkdzoket.

igy konnyen hordozhaté a gyartd altal elGkészitett
dobozban, amely igény szerint kiilon rendelhet6 TS1 CASE néven.

NSA (Nemzetbiztonsagi igynokség) altal bevizsgalt termék.

Kétiranyu torlési térerd (horizontalis és vertikalis).

Rendelkezik alfanumerikus LCD kijelz&vel amelyrél leolvashaté a
diagnosztikai informacidk mellett, a statusz, és az aktudlis térer&sség.

Torlési ciklus ~45 masodperc

Csendes, igy akdr asztali vagy akdr irodai felhasznalasra is alkalmas.
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SPECIFICATIONS-Continued

Pover Supply (100-240VAC +5%, 50/60 Hz.) Selecitable. Meda Hard amsw(omemmqnnd\nnghﬂmdi
Factory configured for 120 \AC uniess spedified on PO and laptop drives, la:emmdgslnd\n\g
Power Consumption | Under standby. 05A D‘T LTO 0
While charging 35A average Temperature 10°F- 12°F (-12°C-45°C)
Athe e dftiace: 057 Humidity 10%H - 409¢H (non-condensing)
Degausser System Capaditive Discharge m Ut Shipong
Duty Cyde Continuous TS1 . 1glbs (ggg) 1£Its xT;:g}
Case- Ibs. (38 k) 103 Ibs. (47 k)
Erasure Time 45 second repetitive cyde TS1&CaseTS1 | 271bs (103kg) 2501bs. (113 kg)
Magnetic Field 20 Tesla (20,000 gauss) T ot
Certifications / TS 215x175x19in A% 26x33in
At (546 x 444 x 482 mm) (8654 x 660 x 838 mm)
Brasing Area Sze 1.0in. H)x45in Wx675in (D) Case-TS1 Rx25x27in Ux26x33in
Portabilty Features | Two 6 wide relraciable madhined alloy handies on @13x65xG6mY T EH A
eachside Waranty One Year Factory Warmanty standard
Optional Three Year Factory Waranty avaable




